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Combined Scalding and 
Dehairing Machines
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Nr.	 Typ		  Schweine bis max.	 A	 B	 C	 D	 Heizung	
No.	 Type		  For pigs up to					     Heating

9025-151	 CSDM 25-19G 	 feuerverzinkt 	 250 kg 	 1900 mm	 2465 mm 	 860 mm	 1735 mm 	 12,0 kW
		  Hot galvanized 	

9025-152	 CSDM 25-19S	 Edelstahl	 250 kg 	 1900 mm	 2465 mm 	 860 mm	 1735 mm 	 12,0 kW
		  Stainless steel	

9025-153	 CSDM 25-21G	 feuerverzinkt	 300 kg 	 2100 mm 	 2665 mm 	 860 mm	 1735 mm 	 15,0 kW
		  Hot galvanized	

9025-154	 CSDM 25-21S	 Edelstahl	 300 kg 	 2100 mm 	 2665 mm 	 860 mm	 1735 mm 	 15,0 kW
 		  Stainless steel	

Combined Scalding and Dehairing Machine
with Two Dehairing Rolls JWE CSDM 25
The combined scalding and 
dehairing machines from 
JWE-Baumann permit the fast 
and simple scalding and 
dehairing of up to 15 pigs 
per hour.

Output / recommended use 
	 Up to approx.15 pigs per hour
 	Scalding and dehairing  
	 period approx. three minutes
 	Pigs weighting up to 
	 approx. 300 kg can be 		
	 scalded and dehaired

Specifications
 	1.4301 stainless steel
	 or hot galvanized
 	Compact, stable machine 	
	 housing
 	Ergonomically positioned, 	
	 swivel operator control 		
	 housing
 	Water outlet on both sides
 	Pneumatically activated  
	 ejector
 	Pneumatically activated cover
 	Two dehairing rolls, 
	 hot galvanized
 	Electric heater in the oil bath
 	Mobile with two fixed 
	 castors and two locking feet
 	Trolleys
 

Control 
 	Automatic control of the  
	 scalding and dehairing  
	 process
 	Scalding temperature and 	
	 dehairing time can be set at 	
	 control panel
 
Technical data  
	Motor: 
	 3.0 kW 
	Speed: 140 rpm
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